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ADDENDUM ACKNOWLEDGEMENT FORM 
SOLICITATION NO.: 

Instructions: Please acknowledge receipt of all addenda issued with this solicitation by 
completing this addendum acknowledgment form. Check the box next to each addendum 
received and sign below. Failure to acknowledge addenda may result in bid disqualification. 

Acknowledgment: I hereby acknowledge receipt of the following addenda and have made the 
necessary revisions to my proposal, plans and/or specification, etc. 

Addendum Numbers Received: 
(Check the box next to each addendum received)

[ ] Addendum No. 1 
[ ] Addendum No. 2 
[ ] Addendum No. 3 
[ ] Addendum No. 4 
[ ] Addendum No. 5 

[ ] Addendum No. 6 
[ ] Addendum No. 7 
[ ] Addendum No. 8 
[ ] Addendum No. 9 
[ ] Addendum No. 10 

I understand that failure to confirm the receipt of addenda may be cause for rejection of this bid. 
I further understand that any verbal representation made or assumed to be made during any oral 
discussion held between Vendor’s representatives and any state personnel is not binding. Only 
the information issued in writing and added to the specifications by an official addendum is 
binding. 

Company 

Authorized Signature 

Date 

NOTE: This addendum acknowledgement should be submitted with the bid to expedite document 
processing. 

✔

✔

ARFQ DNR21*054

Aridea Solutions

March 15, 2021



Traf-Sys People Counting Systems | 190 Industry Drive | Pittsburgh, PA 15275 | 1-888-815-6568 | www.trafsys.com

Spectrum
People Counters
High-Accuracy 3D Image Detection 



For more information, visit www.trafsys.com. Or call 1-888-815-6568

PEOPLE COUNTING
SOLUTIONS
HIGH-ACCURACY 3D IMAGING TECHONLOGY

The Spectrum Series of People Counters use 3D imaging 
technology and analytics to provide highly accurate pedestrian 

-
ly, optimize resources and increase revenue.

All Spectrum Series People Counters feature:

- Near Real-time Data

- Bi-directional counting

- Secure Data Transmission via HTTPS

other IP-based services and custom protocols possible



SPECTRUM SPECTRUM HIGH-MOUNT SPECTRUM OUTDOOR

A smart, highly dynamic ste-
reoscopic camera with on-board 
computing power to pack precise 
image processing and feature-rich 
application software into a sleek 
design.

A high-mount variation of the 
Spectrum People Counter to be 
used for mounting heights from 10 
feet to 20 feet.

An weather-proof variation of the 
Spectrum People Counter to be 
used for outdoor appplications.

Dimensions 6.3 in x 6.3 in x 1.7 in Dimensions 9.3 x 3.9 in x 1.5 in Dimensions 5.6 in x 3.9 in x 1.4 in

Weight 14 oz Weight 21 oz Weight 15.5 oz

Aluminum / Plastic Housing Aluminum Housing Aluminum Housing

Internal Storage 8GB Internal Storage 8GB Internal Storage 8GB

Protection Class IP 30 Protection Class IP40 Protection Class IP 65

Accessories

Surface Mount Box Surface Mount Hood Installation Kit

Faceplate

1/4” Camera Mount Adapter

1/4” Camera Mount Adapter

For more information, visit www.trafsys.com. Or call 1-888-815-6568

SPECTRUM



For more information, visit www.trafsys.com. Or call 1-888-815-6568

SPECTRUM SPECTRUM HIGH-MOUNT SPECTRUM OUTDOOR

Functionality
>99% counting accuracy >99% counting accuracy >99% counting accuracy

In / Out Counting Lines In / Out Counting Lines In / Out Counting Lines

Maximum Detection Area
4.95 m x 4.2 m = 21 m² at 3,5 m height

Maximum Detection Area
8 m x 8 m = 64 m² at 6 m height

Maximum Detection Area
4.95 m x 4.2 m = 21 m² at 3.5 m height

Automatic Detection of Installation 
Height

Automatic Detection of Installation 
Height

Automatic Detection of Installation 
Height

Power
<8w Power Consumption <8w Power Consumption <8w Power Consumption

Power Supply Power Supply Power Supply

EMC
CE, FCC, EAC

EMC
CE, FCC, EAC

EMC
CE, FCC, EAC

Buffered clock battery Buffered clock battery X

Connectivity
Ethernet 1000 Base T, PoE, RJ45 socket Ethernet 1000 Base T, PoE, RJ45 socket Ethernet 100 Base T, PoE, M12 socket

Installation Requirements
Minimum mounting height Minimum mounting height Minimum mounting height

Maximum mounting height Maximum mounting height Maximum mounting height

Minimum illumination requirement
3 lux

Minimum illumination requirement
3 lux

Minimum illumination requirement
3 lux


